
English

HIGH PERFORMANCE GRID
FOR EQUESTRIAN SURFACES

RUNFLOOR CAVALLI

SHOCK ABSORBING
DRAINING
SAFE



RUNFLOOR

THE CONCEPT
We believe that sport has a fundamental role in the growth and development of people: this has lead us 
to give a concrete contribution to such an important issue.
The values underlying Geoplast proposal are to facilitate the diffusion of sports practice in every place 
and situation, to guarantee total safety and comfort to the athletes of every level, to devise solutions 
that, right from the choice of materials, comply with the requirements of environmental sustainability.
Use of recyclable plastic, easy and fast installation, high comfort performances, durability: these are 
the characteristics of all our sport surfaces.
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Runfloor is the best solution for equestrian surfaces used in training and races for paddock or carousels.
With Runfloor it is possible to obtain a surface that ensures an excellent response of the ground base and safety for 
the movement of the horse.

ADVANTAGES 

ELASTIC
With Runfloor it is possible to 
create a cooperative and elastic 
surface that, preventing the for-
mation of surface depressions, 
confers stability and sensitivity to 
the routine of the horse, improving 
performance.

The uniformity and stability of 
the surface has also an impact 
on the performances and on the 
synchronism of the movements 
between horseman and horse.

DRAINING
Equestrian surfaces need a lot of 
water both during installation and 
during maintenance.

It is therefore essential to provide 
a stratigraphy that prevents the 
formation of mud, maintaining the 
surface always dry.
This is guaranteed by the excellent 
drainage capacity of Runfloor.

SAFE
Runfloor allows you to create a 
safe technical ground base for 
the horse, protecting tendons 
and joints.
Runfloor ensures a perfect hoof 
cushioning creating a sensation 
of lightness for the horseman.
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THE SOLUTION

Lightweight and easy to install, Runfloor is the ideal solution for giving the equestrian surfaces solidity 
and strength, ensuring at the same time the necessary flexibility to absorb the horse racing.
Runfloor, thanks to its special conformation, maintains the drainage properties of the soil 
unchanged, making the surface practicable in all seasons and with any climatic situation, 
without any limitation.

Thanks to the use of Runfloor mud and sludge will be only a thing of the past.

CONSOLIDATION OF EQUESTRIAN SURFACES

PADDOCK AND ARENAS

LOADING AND UNLOADING AREAS, WAREHOUSE SURFACES 

CONSOLIDATION INDOOR OR OUTDOOR RIDING STABLES SURFACES 

TRAINING ASSOCIATIONS, HORSES CAROUSELS

FENCES, STABLES, ACCESSES TO PASTURES
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RUNFLOOR 40-S05

* Format available on request also in green colour

RUNFLOOR 58-F03 RUNFLOOR 58-F04 RUNFLOOR 58-F05

RUNFLOOR 58* (LD PE)

Dimensions (cm) 58 x 58 58 x 58 58 x 58

Height H (cm) 3 4 5

Wall Thickness (mm) 4 4 4

Load Capacity (t/m2) 400 400 500

Weight per piece (kg) 1,29 1,67 1,92

Pack size (cm) 120 x 120 x H240 120 x 120 x H242 120 x 120 x H240

Number of pieces 300 228 180

m2 per pallet 100 76 60

Colour Black Black Black

Permeability 89% 89% 89%

RUNFLOOR 40 (LD PE)

Dimensions (cm) 40,8 x 40,8

Height H (cm) 5

Wall Thickness (mm) 5

Load Capacity (t/m2) 600

Weight per piece (kg) 1,19

Pack size (cm) 85 x 125 x H235

Number of pieces 270

m2 per pallet 45

Colour Black

Permeability 83%

TECHNICAL DATA

F03 - FLEXIBLE 
Recommended for arenas and 
work fields

F04 - INTERMEDIATE
4 cm high and very robust, suit-
able for every type of equestrian 
surface.

F05 - UNIVERSAL
Ensures comfort to the horse and 
perfect behaviour for walkways, 
carousels, rods and paddock.

S05 - STRONG
Ideal for intense work areas and 
horse gallop, thanks to the thick-
ening of the internal ribs between 
the cells. 
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STRATIGRAPHY WORK FIELDSTRATIGRAPHY PADDOCK

APPLICATION WITH ONLY FILLING
1  Gravel draining bottom
2  Gravel laying bed 
3  Runfloor
4  Filling runfloor with sand

APPLICATION WITH FURTHER STRATIGRAPHY
1  Gravel draining bottom
2  Gravel laying bed  
3  Runfloor
4  Filling runfloor gravel
5  Covering runfloor with sand

ON-SITE INSTALLATION
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3
3

4
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Finishing
superficial

Runfloor

Drainage layer  (15-20 cm)

Laying bed  (3-5 cm)

Filling

For the correct installation of the stratigraphy 
necessary for the realisation of horses areas 
with the product Runfloor, it is required to create 
a drainage bottom with gravel or crushed stones 
for a thickness of 15-20 cm.

This layer, in addition to having a load-bearing 
function, maintains the permeability of the site 
avoiding possible stagnation of water resulting 
from intense weather events.
It is then necessary to make a laying bed with 
0-5 mm gravel for 3-5 cm and place the grid 
Runfloor.

Runfloor stabilizes the equestrian surface without 
straining the articulations of the horses.
Finally fill and finish the surface according to the 
intended use of the area: paddock or work field.
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ON-SITE INSTALLATION

1  EXCAVATION
 Realization and compaction of the bottom trench
 (slope 1%); in the presence of a unstable soil we
 recommend laying a geotextile TNT of 150 g/m2.

2  DRAINAGE LAYER
 Execution of stabilisation and drainage foundation
 with washed gravel for a thickness of 15 - 20 cm.

3  LAYING BED
 Execution of a laying bed for a thickness of 3-5 cm 
 with gravel (particle size of 0-5 mm).

4  LAYING RUNFLOOR

5  FILLING
 Level filling of the cells with specific sands for horse
 riding or with gravel (particle size of 0-5 mm).

6  SURFACE FINISHING
 Only for race court and training: cover the grid with
 further stratigraphy in specific sand for horse riding of
 at least 10-15 cm.
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AN INNOVATIVE LOCKING SYSTEM

The innovative bayonet locking system (male-female)
facilitates the installation and ensures a perfect coupling 
between the grids. The characteristic “click” indicates 
that the junction has been performed correctly.

It is possible and recommended to pre-assemble the grid 
elements in order to speed up the installation.
The Runfloor locking system makes the elements mutually 
integral, reduces the displacements of the operator during
laying and filling, avoids the lifting of one element with 
respect to the other.

ESTIMATED LAYING TIMES - 100 M2 / H / WORKER

       RUNFLOOR 58-F05 - UNIVERSAL
PALLET cm 120 x 120 LORRY (13,6 m)

CONTAINER 20 BOX CONTAINER 40 HC

1320 m2

468 m2

60 m2

1226 m2

       RUNFLOOR 58-F03 - FLEXIBLE
PALLET cm 120 x 120 LORRY (13,6 m)

CONTAINER 20 BOX CONTAINER 40 HC

2200 m2

800 m2

100 m2

2053 m2

  RUNFLOOR 40-S05 - STRONG
PALLET cm 85 x 125 LORRY (13,6 m)

CONTAINER 20 BOX CONTAINER 40 HC

1350 m2

470 m2

45 m2

1187 m2

         RUNFLOOR 58-F04 - INTERMEDIATE
PALLET cm 120 x 120 LORRY (13,6 m)

CONTAINER 20 BOX CONTAINER 40 HC

1672 m2

594 m2

76 m2

1520 m2
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Via Martiri della Libertà, 6/8
35010 Grantorto (PD) - Italy

Tel   +39 049 9490289
Fax +39 049 9494028

Geoplast@Geoplastglobal.com

Geoplast S.p.A.
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